
 

 
 
 
 
 
 

 

  
 

FEATURES: 
 
• Stable Collapsible Instrumentation Platform. 
• Easy Deployment  
       (1.5 Minutes)  
• Easy Transportation 
        ( Collapsed Height = 1.3 Meters). 
• Quick Access to Sensors by Lowering Sensor Shaft    
 

 
 

SPECIFICATIONS: 
 
Height 
Base Dimensions 
Tube Material 
Galvanising 
 
Total Shipping Weight 
Shipping Dimensions 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
3.3 Meters 
1.1 Meters  
Galvanised Steel 
Hot-Dipped Galvanised to 
ISO-1461 
20 Kilograms 
1300 x 200 x 200 mm 
 

 
 

         
ORDERING INFORMATION:  

 
Model 
MA3P 

 
Description 
3.3-Meter Portable Tripod Sensor Mount  

 
 

                                                                                                                                                       
                                                                                                  
         
 

3.3 Meter 
Collapsible 

Portable Tripod 
Sensor Mount 

(MA3P) 
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1.1 Meters 1.1 Meters

1.1 Meters

Leg Deployed Dimensions

3-Support Legs
20 mm Galvanised
Pipe

Wing Nuts
8 mm

Sensor Shaft
25 mm
Galvanised Pipe

32 mm
Galvanised Pipe



 

 

3.3 Meter 
 

Collapsible Tripod 
 

(MA-3P) shown with 

Instrumentation 
Cluster 
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3-Support Legs
20 mm Galvanised
Pipe

32 mm
Galvanised Pipe

Radiation shield &
Temperature &
Humidity Sensors

Raingauge

Crossarm

Wing Nuts

Windspeed/Direction Sensor
Data Collection Platform

Solar Radiation


